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Disclaimer: All guidelines described here are subject to the responsibility of the 
persons who undertake the application of the materials. KTISIS is unable to provide 

any warranty for the products, since the we cannot be aware of the conditions 

(temperature, humidity, substrate quality etc) as well as the application methods 
that prevail for each individual project.   

 

KTISOPUR 

Two component polyurethane paint for 
coating of floors and walls. Cures by 
reaction of the two components.  

TECHNICAL DATA 

Elongation at Break >25%  

Adhesive strength 
(Concrete)  

> 2 N/mm²  

Hardness (Shore A) 72 

Pot Life (at 23oC) 25-30 mins 

Tack free Approx 4 hours at 23oC 

Final Curing Time 7 days 

Colours available 

Dark Grey (RAL 7040) 
Light Grey (RAL 7047) 
Beige (RAL 1013) 
Other colours available 
upon order 

Packaging 
available in 15Kg and 
6kg sets  

Shelf Life At least 12 months  

TECHNICAL INFORMATION 

KTISOPUR is a two-component polyurethane 
based paint suitable for coating floors and 
walls, car parking, storage facilities, and 
factories. KTISOPUR is suitable for light and 
medium wear traffic.  

SURFACE PREPARATION 

Thorough surface preparation is critical in 
order to ensure maximum adhesion and 
optimal results. The surface must be 
completely dry, free of loose material, dust, 
mould, oils, greases etc. If there are oils or 
other chemical materials they must be 
removed either by grinding or by using 
special cleaning detergent.  

If the application area is washed with water, 
ensure that it has completely dried before 
applying. When applying on fresh concrete, 

ensure that the concrete is at least 28 days 
old, before priming and applying KTISOPUR. 

PRIMER 

It is recommended to always prime the 
surface with KTISEPOX HYDRO PR before 
application in order to ensure better 
adhesion. Ensure that the surface is 
completely dry (usually 18-24 hours) before 
applying the first coating of KTISOPUR.  

Applying KTISOPUR  

KTISOPUR should be applied with a roller, or 
a brush. Apply at least two layers of the 
material. The second layer should be applied 
within 4-24 hours, in order to ensure 
optimal adhesion.   

For non-slip surfaces follow the following 
procedure. When applying the first layer, 
sprinkle evenly M32 silica sand on the wet 
surface. After drying, brush away all sand 
that hasn’t stuck to the 1st layer before 
coating the top layer   

Recommended CONSUMPTION 

For every layer of KTISOPUR expect to 
consume at least 300 g/m². Actual 
consumption may be higher depending on 
the quality of the surface. 


