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Disclaimer: All guidelines described here are subject to the responsibility of the 
persons who undertake the application of the materials. KTISIS is unable to provide 
any warranty for the products, since the we cannot be aware of the conditions 
(temperature, humidity, substrate quality etc) as well as the application methods 
that prevail for each individual project.   

 

DAMPBLOK 

2-component, odor free transparent coating 
used to seal and waterproof surfaces from 

dampness and moisture ingress.    

TECHNICAL DATA 

Mixing Proportion 
(A:B) 

100:40 

Pot Life (after 

mixing) 

Approx 25 mins at 20 
oC 

Density 1,05 kg/lit 

Minimum 

Hardening 
Temperature 

10 oC 

Adhesive strength > 3,2 N/mm2  

Final Strength After 7 days at 20 oC 

Colours Available Milky white upon 

application. Becomes 

clear upon curing.   

Packaging available in packs  

(A+B) of 10kg  and 

4kg.   

TECHNICAL INFORMATION 

DAMPBLOK is an odour free epoxy-based 

transparent coating that is designed to 
prevent moisture ingress and wall 

dampness.  The product is microporous, 

thus permitting moisture to escape from the 
substrate. The product is suitable to apply in 

basements, wet areas, floors, adjacent walls 
of bathrooms, kitchens etc.  

 
The product may be applied on a variety of 

mineral based surfaces such as concrete, 

cement, or masonry. DAMPBLOK blocks 
surface moisture, however if there are 

structural problems leading to the entry of 
water (for example cracks, poor joint 

sealing, inadequate waterproofing, rising 

dampness) in the structure these must be 
dealt with other suitable means.   

 

SURFACE PREPARATION 

Before applying the product the surface  

must be free of loose material, dust, oils, 
greases etc. If there are previous chipped or 

swollen paints these need to be removed. 
The surface may be slightly damp however 

all water should be removed. If there are 

oils or other chemical materials they must 
be removed either by grinding or by using 

special cleaning detergent.  

Preparing DAMPBLOK 

The contents of buckets A and B need to be 
mixed consistently with a mixer for at least 

2-3 minutes. Poor mixing can lead to 
improper curing of the material. 

Applying DAMPBLOK 

Apply the product either with a brush or 
with a roller. The drying time of the primer 

depends on environmental as well as 

substrate conditions (12-24 hours). It is 
recommended to apply at least three coats.  

Before applying any other coatings or 
paints, ensure that the primer has 

completely dried properly and that there are 
not wet or sticky patches. No more than 48 

hours should interfere between the 

application of successive layers.  

Recommended CONSUMPTION 

Expect to consume 200-250 gr/m² of 

DAMPBLOK per layer. Actual consumption 
may vary depending on the quality of the 

substrate. 
 

 


