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Disclaimer: All guidelines described here are subject to the 
responsibility of the persons who undertake the application of the 
materials. KTISIS is unable to provide any warranty for the 
products, since the we cannot be aware of the conditions 
(temperature, humidity, substrate quality etc) as well as the 
application methods that prevail for each individual project.   

 

KTISOTOP PLUS 

One component, UV-stable, liquid-applied 
elastomeric waterproofing membrane of 

acrylic base with exceptional elongation 

properties and durability 

TECHNICAL DATA 

Elongation at Break 800% (DIN 53504) 

Tensile Strength 
1,4 N/mm² (DIN 

53504) 

Hardness (Shore A) 40 

Construction Material 

Fire class 
B2 

Rain Stability Time 
Approx 5 hours at 

20oC 

Final Curing Time 48 hours 

Temperature span for 

membrane (without 

losing mechanical 
properties)  

- 5 oC to +90 oC 

Colour 

White. Other 

colours available for 
for quantities over 

300 lt 

Packaging 
available in 15kg 

and 5kg buckets   

Shelf Life At least 12 months  

TECHNICAL INFORMATION 

KTISOTOP PLUS is a used as a liquid applied 

elastomeric waterproofing membrane on a 

number of constructions such as rooftops, 
terraces, ceramic tiles, etc. KTISOTOP PLUS 

can also be used as a protective waterproof 
coating for vertical surfaces. (For example 

exterior walls prone to rain and wind) 

 
KTISOTOP PLUS is suitable for regions and 

climates prone to heavy and prolonged 
rainfall. It is a breathable product thus 

preventing problems such as the occurrence 

of internal moisture inside buildings. Its 
exceptional elasticity provides excellent 

bridging capabilities for cracks, joints etc. 

SURFACE PREPARATION 

Thorough surface preparation is critical in 
order to ensure maximum adhesion and 

optimal results. The surface must be dry, 

free of loose material, dust, mould, oils, 
greases etc. If there are oils or other 

chemical materials they must be removed 
either by grinding or by using special 

cleaning detergent.  

When applying on fresh concrete, ensure 

that the concrete is at least 10 days old, 
before priming and applying KTISOTOP 

PLUS. 

PRIMER 

It is recommended to always prime the 

surface before application in order to ensure 

better adhesion. When applying on cement 
and concrete based surfaces KTISOPLAST 

can be used as a primer (diluted at a ratio of 
1:1 with water).  

When applying on metal, bituminous, or 
other synthetic surfaces use a solvent –

based primer such as KTISEPOX PR.  

Ensure that the surface is completely dry 

before applying the first coating of 
KTISOTOP PLUS.  

Applying KTISOTOP PLUS 

KTISOTOP should be applied with a roller, or 
a brush. Apply at least two layers of the 

material. The second layer should be applied 
within 12-24 hours.  

It is recommended to add water to make 
the material thinner (especially when 

applying the first layer). The amount of 
water should not exceed 10% of the total 

weight. However under no circumstances 

should solvents be used for dilution. 
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Recommended CONSUMPTION 

For every layer of KTISOTOP expect to 
consume at least 0,4 lt/m² per layer. Actual 

consumption may be higher depending on 

the quality of the surface. 

Further technical information, can be 
accessed  at the KTISIS website. 

http://www.ktisis.eu/  
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