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Disclaimer: All guidelines described here are subject to the responsibility of the persons who 
undertake the application of the materials. KTISIS is unable to provide any warranty for the 
products, since the we cannot be aware of the conditions (temperature, humidity, substrate 
quality etc) as well as the application methods that prevail for each individual project.   

 

PETRACRYL is an acrylic stone varnish that 

is used to impregnate stone and other 

mineral building materials. (such as bricks, 
tiles, stamped concrete) The product forms a 

durable, transparent thin protective barrier 
against oil and water on porous surfaces.  

Petracryl enhances the natural color of the 
material being applied. The product provides 

excellent water repellency, stain resistance, 
and ease of cleaning.  

TECHNICAL DATA 

Colour Transparent -  hazy 

Density 0,92 g/cm³  

Packaging 5 litres 

TECHNICAL INFORMATION 

Petracryl is supplied as a ready-to-use 

product and should be stirred before use. 
Petracryl should be applied on surfaces with 

open pores.  

 
The Petracryl solution is best applied with a 

roller or a brush. It is recommended to 
apply several coats, until the substrate is 

saturated. Avoid leaving long gaps in 

between coatings. Apply the next coating 
once the surface looks dry (wet on working) 

and make sure there are no damp spots. 
Any residue can be cleaned and wiped with 

a damp cloth. Make sure to protect adjacent 
surfaces that may be sensitive to solvents. 

 

The consumption of Petroblok depends on 
the absorbency of the substrate. Expect 

approximately 150-250 gr/m2.  
 

Petracryl is suitable for both indoor and 

outdoor use.  

 

 

STORAGE AND SAFETY PRECAUTIONS  

Petracryl should always be stored in the 
tightly closed original container. Always 

wear gloves and glasses when handling the 

material.  

Further technical information regarding 
waterproofing can be accessed at the 

KTISIS website. http://www.ktisis.eu/  
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